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T1000 Vocera Phone

Increase Productivity and Collaboration

The Vocera Communications System is a breakthrough wireless platform that provides
instant voice communication throughout an 802.11b/g networked building or campus.
Vocera is designed to increase business productivity, teamwork, and customer service levels.
The system enables fluid, instant voice conversations among team members, across groups,
and throughout an organization of mobile professionals using naturally spoken commands.
To extend the functionality and flexibility of the Vocera Communications System to a
broader range of users, Vocera now offers the T1000 Vocera Phone.

www.vocera.com

New Devices, More Flexibility

The new T1000 Vocera Phone provides the one-touch, instant communication capability of
the Vocera Communications Badge in a familiar phone form factor. The T1000 Vocera Phone
complements the existing B2000 Vocera Communications Badge enabling organizations to
select the right device for each user’s workflow and environment. With the T1000, users
also have the additional flexibility to use keypad dialing if necessary.
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The T1000 Vocera Phone is designed with healthcare’s dynamic environment in mind. The
phone is small and lightweight, weighing approximately 3.5 ounces. The T1000’s keypad is
smooth and durable making the phone easy to clean. In addition, all outer surfaces integrate
BioCote® antimicrobial silver-ion technology. BioCote is a non-toxic, non-chemical additive
that inhibits the growth of bacteria, fungi and mold on treated surfaces.

Ideal for Shift Environments

The T1000 Vocera Phone integrates seamlessly with the Vocera Communications System.
User permissions, group memberships, voice and text messages, and DID phone numbers
are assigned to the user’s profile on the server, not to the device they are using. This enables
the user to log into the system using any Vocera device while still retaining their personal
voicemail and assigned phone number.
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[ Actual Size | The New T1000 Vocera Phone
The T1000 V. Ph Prelimi Features Benefits
€ ocera Fhone—Freliminary * One-touch, instant communications » Compatible with existing Vocera Communications System.
(P/N 220-01 233) Supports Vocera’s voice-controlled calling and messaging
(Availability Q4 2008) capabilities. Enhances workflow and increases productivity

within an organization.

* Designed for mobile workers in healthcare = The phone is small, lightweight and easy to clean. Incorporates
BioCote® antimicrobial technology on all outer surfaces to
inhibit the growth of bacteria.

* Optimized for shift environments

.

Designed to be a truly shareable device similar to the Vocera
Badge. User retains a fixed phone number regardless of the
phone being used.

2 * Flexibility Traditional keypad dialing is available for navigation of IVR
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The AHA has endorsed the
Vocera Communications System
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Specifications

All specifications are preliminary and subject to change upon final delivery of product.

Mechanical

Dimension (WxHxD):
2x45x0.7in.(49x11.5x 1.8cm)

Weight: 3.5 oz (preliminary)

Electrical
Talk Time: 4 hours (preliminary)
Standby: 60 hours (preliminary)

Display
1.8" Color LCD
65K Colors
Resolution: 128 x 160
Backlight: white LED
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Vocera Communications, Ltd.
Atlantic House

Imperial Way

Reading, Berkshire RG2 OTD
United Kingdom

tel :: +44 0 1189 036160
+44.0 1189 036100

Vocera Communications, Inc.
525 Race Street

San Jose, CA 95126

tel :: +1 408 882 5100

fax :: +1 408 882 5101

toll free :: +1 800 331 6356
web :: www.vocera.com fax

©2008 Vocera Communications is a registered trademark of Vocera Communications, Inc. All other trademarks, service marks, registered trademarks, or registered service marks are the property of their respective owners.

Wireless Network Standard
IEEE 802.11b/g

Frequency Band
2400-2483.5 MHz
(U.S., Canada, ETSI)

Date Rates Supported
1,2,5.5,11 Mbps (802.11b)
6,9,12,18,24,36,48,54 Mbps
(802.119)

Media Access Control

CSMA/CA

Operating Channels
11 Channels (U.S., Canada)
13 Channels (ETSI)
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TPC Healthcare

Radio Technology
Direct Sequence Spread Spectrum (DSSS)
Orthogonal Frequency Division Multiplexing (OFDM)

WLAN Security

WPA, WPA-2, LEAP

Encryption

64-bit and 128-bit WEP, TKIP, AES

Authentication

Open, WPA-PSK, WPA-PEAP, Cisco EAP (LEAP) using
802.1x framework.

Quality of Service (QoS)

WiFi Multimedia (WMM) support

Main Office Regional Office Regional Office

80 Ferry Bivd 21 Signal Hill Drive 472 Second Street Pike
Suite 216 Suite 106 Southampton, PA 18966
Stratford, CT 06615 Voorhees, NJ 08043 215.525.5476
888.421.2215 856.452.0094
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